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TECHNICAL SPECIFICATIONS
Input

Head Office: Masibus Automation And Instrumentation Pvt. Ltd. 
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All specifications are subject to change without notice 
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ORDERING CODE

No of Input 4 

Input Type Thermocouple (E, J, K, T, B, R, S, N), 
RTD (Pt-100, 3W), Current, Voltage

Display Range Refer Table-1
Accuracy ±0.1% of FS ± 1 Count

17 bitsADC Resolution
0.1 / 1.0°CDisplay Resolution
TC and Linear Input :100mSec/channel 
RTD Input: 200mSec/channel Sampling Rate 

CJC Error ±2.0°C
Sensor Open All inputs except 0-5VDC / 10VDC

RTD Excitation current
NMRR 

Sensor Burnout current

Input Impedance 

CMRR 
Temp-co

Max Voltage 

1 mA (Approx.)
> 40dB

1.2µA

> 1MΩ

> 120dB
< 100ppm/°C

20VDC
Display & Keys

4-digit, 0.56", Red seven segment LEDProcess Value
     
     
     

 
         

Channel No 1-digit, 0.56", Green seven segment LED

Status
4 Red LEDs for Relay status, 1 Red LED 
Manual mode status, 2 RED LEDs 
for Communication

Keys
     
     

 
         

Menu/Enter, Escape, Increment, 
Shift Key/Decrement

No of Relays 4
Type Single Change over (C, NO or C, NC)
Rating 2A@230VAC/ 30VDC
Time Delay 1 to 99 secs 
Retransmission Output (Optional)
Current 0/4-20mA @ 500Ω Max 

Accuracy 0.25% FS
Max or Min Reading of Channels 

Voltage

Selection

0/1-5V, 0-10V @3KΩ Min 
 

Communication Output
Interface
Protocol
Baud Rate

RS485
Modbus RTU
9600, 19200

Power Supply

Output
Relay

Standard
Optional

85-265VAC / 110-300VDC 
18-36VDC

Power Consumption <10VA  

Isolation (Withstanding voltage)
     Between primary terminals* and secondary terminals**: At least 1500 V AC for 1 minute 
      Between primary terminals* and grounding terminal: At least 1500 V AC for 1 minute 
      Between grounding terminal and secondary terminals**: At least 1500 V AC for 1 minute
      Between secondary terminals**: At least 500 V AC for 1 minute
* Primary terminals indicate power terminals and relay output terminals.
** Secondary terminals indicate Analog I/O signal and Communication O/P.
Insulation resistance: 20MΩ @ 500V DC between power terminals and grounding terminal.

Physical
Dimension (in mm) 48(H) x 96(W) x 120(D) 
Front Bezel (in mm) 48(H) x 96(W)  
Panel Cutout (in mm) 45(H) x 92(W)  
Depth behind Panel 112 mm
Enclosure ABS Molded
Weight 300 grams approx.
Protection IP20
Terminal Cable size 22.5 mm
Accessories 2 numbers mounting clamps

Environmental
Operating Temperature 0-55° C
Storage Temperature 0-80° C

30-95% RH non-condensingHumidity
Table 1: Display Range

Input Type Ranges
E

B
T
K
J

S
R

N

-200 °C to 1000 °C

0 to 1750 °C
450 °C to 1800 °C
-200 °C to 400 °C

-200 °C to 1370 °C
-200 °C to 1200 °C

0 to 1750 °C
-200 °C to 1300 °C

Thermocouple

Pt-100 -199.9 to 850.0° CRTD
-10 - 20mV

0 - 100mV
0 - 75mV

0 - 20mA (Ext 100Ω)

0.4 - 2V DC
4-20 mA (Ext.100Ω)
0 - 2 VDC 

0 - 5V
1 - 5V
0 - 10V

-1999 to 9999Linear

Model Input Types Auxilliary Power Supply Retransmission Output Type
1
2
3
4
5
6
7
8
9
A
B
C
D
E
F
G
H

85-265 VAC / 110-300VDCU1
U2 18-36 VDC

None
4-20mA
0-20mA

1-5 V
0-5 V

0-10 V

N
1

2
3
4
5

8204 E
J
K
T
B
R
S
N

Pt-100
-10 to 20mV

0-75 mV
0-100 mV

0.4-2 V
0-2 V

0-5 V
1-5 V
0-10 V


